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Six panels from the fascinating Temple of Borobudur, Indonesia

uThe Ethnological Museum is proud to
present the astonishing collection of the only
existing plaster copies of the original friezes
of the temple of Borobudur, in Indonesia.
Borobudur is a wonderful ninth-century
Mahayana Buddhist Monument in Magelang,
Central Java, Indonesia. They show the
complete frieze of the walls of the temple
that were subsequently lost forever due to
the humid climate of the island of Java. This
is the largest and most popular religious
temple among the Indonesian islands. The
monument is comprised of six square
platforms topped by three circular platforms,
and is decorated with 2,672 relief panels and
504 Buddha statues. The main dome, located
at the center of the top platform, is
surrounded by 72 Buddha statues. Evidence
suggests Borobudur was abandoned
following the fourteenth century decline of
the Buddhist and Hindu kingdoms in Java,
and the Javanese conversion to Islam. This
holy site was lost to the world until 1814
when Sir Thomas Stamford Raffles, the then

British ruler of Java, rediscovered its location
thanks to help of the native Indonesians. In
1920, a German Company made plaster
copies of the wall relieves. This project was
carried on in order to save the images which
were slowly and irreversibly deteriorating due
to humidity and rain corrosion. Borobudur
was finally restored through more modern
techniques in 1975 and 1982 by the
Indonesian government and UNESCO.
Successively, the temple was listed as a
UNESCO World Heritage Site. The 24 plaster
copies entered the Vatican for the Universal
World Exposition in 1925 during the Papacy
of Pope Pius XI. The restoration proposed this
year will focus on 6 of the 24 panels that are
in the worst condition and need immediate
restoration.

Material: concrete, iron
Date: 1920
Dimensions: 80 x 220 to 
276 cm 
Inventory no: 10014 - 10019 
STATE OF PRESERVATION
The panels are extensively
damaged. There are large
fissures and cracks, caused by
oxidation of the internal
metallic structure. The surface
is stained and the exterior
metallic structure is totally
oxidized. This project will also
provide the panels with a
roofed structure in order to
protect them from weather
conditions.
RESTORATION PROCESS
INCLUDES
• Scientific and chemical

analysis
• Micro dust suction of each

panel
• Treatment of the metallic

structure and replacement
where necessary 

• Removal of the crystallized
glue

• Cleaning of the stains 
• Repair of the fissures and

cracks
• Reintegration of the missed

parts where needed 
• Reinforcement of the edges 
• Pencil veiling 
• Photographic documentation 
Total Cost € 54.700,00
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A view of the temple of Borobudur


